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(iii) Sizes under 6 inches, nominal 
pipe size, the following table with the 
same configuration as illustrated in 

AWWA C207–55, Table 1, class B, may 
be used in place of paragraph (a)(2)(i) of 
this section. 

Nominal pipe size Flange O.D. Number 
of bolts 

Bolt circle diameter Diameter of bolts Flange thickness 

Inches Cm Inches Cm Inches Cm Inches Cm Inches Cm 

2 5 6 15 4 43⁄4 11.8 1⁄2 1.2 5⁄8 1.6 
21⁄2 6.2 7 17.5 4 51⁄2 13.8 1⁄2 ............... 5⁄8 ...............

3 7.5 71⁄2 18.8 4 6 15 1⁄2 ............... 5⁄8 ...............
31⁄2 8.8 81⁄2 21.3 8 7 17.5 1⁄2 ............... 5⁄8 ...............

4 10 9 22.5 8 71⁄2 18.8 1⁄2 ............... 5⁄8 ...............
5 12.6 10 25.4 8 81⁄2 21.3 1⁄2 ............... 5⁄8 ...............

(iv) Cast iron flanges prohibited. 
(b) [Reserved] 

[Amdt. 178–35, 39 FR 45245, Dec. 31, 1974; 40 FR 
2435, Jan. 13, 1975, as amended at 40 FR 44327, 
Sept. 26, 1975. Redesignated by Amdt. 178–97, 
56 FR 66284, Dec. 20, 1991; 68 FR 75757, Dec. 31, 
2003] 

Subpart L—Non-bulk Perform-
ance-Oriented Packaging 
Standards 

SOURCE: Amdt. 178–97, 55 FR 52717, Dec. 21, 
1990, unless otherwise noted. 

§ 178.500 Purpose, scope and defini-
tions. 

(a) This subpart prescribes certain re-
quirements for non-bulk packagings for 
hazardous materials. Standards for 
these packagings are based on the UN 
Recommendations. 

(b) Terms used in this subpart are de-
fined in § 171.8 of this subchapter. 

§ 178.502 Identification codes for pack-
agings. 

(a) Identification codes for desig-
nating kinds of packagings consist of 
the following: 

(1) A numeral indicating the kind of 
packaging, as follows: 

(i) ‘‘1’’ means a drum. 
(ii) ‘‘2’’ means a wooden barrel. 
(iii) ‘‘3’’ means a jerrican. 
(iv) ‘‘4’’ means a box. 
(v) ‘‘5’’ means a bag. 
(vi) ‘‘6’’ means a composite pack-

aging. 
(vii) ‘‘7’’ means a pressure receptacle. 
(2) A capital letter indicating the 

material of construction, as follows: 
(i) ‘‘A’’ means steel (all types and 

surface treatments). 
(ii) ‘‘B’’ means aluminum. 

(iii) ‘‘C’’ means natural wood. 
(iv) ‘‘D’’ means plywood. 
(v) ‘‘F’’ means reconstituted wood. 
(vi) ‘‘G’’ means fiberboard. 
(vii) ‘‘H’’ means plastic. 
(viii) ‘‘L’’ means textile. 
(ix) ‘‘M’’ means paper, multi-wall. 
(x) ‘‘N’’ means metal (other than 

steel or aluminum). 
(xi) ‘‘P’’ means glass, porcelain or 

stoneware. 
(3) A numeral indicating the category 

of packaging within the kind to which 
the packaging belongs. For example, 
for steel drums (‘‘1A’’), ‘‘1’’ indicates a 
non-removable head drum (i.e., ‘‘1A1’’) 
and ‘‘2’’ indicates a removable head 
drum (i.e., ‘‘1A2’’). 

(b) For composite packagings, two 
capital letters are used in sequence in 
the second position of the code, the 
first indicating the material of the 
inner receptacle and the second, that of 
the outer packaging. For example, a 
plastic receptacle in a steel drum is 
designated ‘‘6HA1’’. 

(c) For combination packagings, only 
the code number for the outer pack-
aging is used. 

(d) Identification codes are set forth 
in the standards for packagings in 
§§ 178.504 through 178.523 of this sub-
part. 

NOTE TO § 178.502: Plastics materials in-
clude other polymeric materials such as rub-
ber. 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as 
amended by Amdt. 178–106, 59 FR 67519, Dec. 
29, 1994; 74 FR 2269, Jan. 14, 2009] 

§ 178.503 Marking of packagings. 
(a) A manufacturer must mark every 

packaging that is represented as manu-
factured to meet a UN standard with 
the marks specified in this section. The 
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